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Support for сonventional and trunked 
NEXEDGE®  digital networks 

True IP-based dispatch console

Built-in AMBE+2™ vocoder

No additional hardware required

Support of shared radio networks
(SMR systems)

Scalability

Any number of talk groups

Cost-effective solution

Business Areas Public Utilities
Mining
Transport
Construction
Public Security
Industrial Plants

… and many other areas

IP-based Console Solution

Voice Dispatch
Group calls
Text messaging

Private calls
Status messages

Product Highlights

Key Benefits

Coming soon!

Voice Recording
All voice calls    
Convert to wav  

Playback interface
External storage

AVL Tracking
Real-time GPS  
Playback

GPS history
OpenStreetMaps, 
Bing maps

Telephone Gateway

Other Features

SIP 2.0 support  
Radio-to-phone, phone-to-radio, 
phone-to-talk groups calls

Select/Unselect channels
Alert manager
External PTT devices
Lone worker
Reports
Multiple users support
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System Topology

2.4 GHz Intel Core i3 CPU or better/RAM 2 GB or more 
recommended

System Requirements

Sales and Support

ROUTER

TALK
GROUP

#1

TALK
GROUP

#1

TALK
GROUP

#2
TALK

GROUP
#N

TALK
GROUP

#2

TALK
GROUP

#3

NexeTalk Server

IP

Radio 
Dispatcher #1

Radio 
Dispatcher #N

Site #1

NEXEDGE®

Site #N

Site #2

Platform

Minimum 100 MB of disc space for the full installation
300 GB or more recommended for audio recordings

Hard Disk Space

Windows 7 / 8 / Windows Server 2008 / 2012
Operating System

MS SQL Server 2008 / 2012
Database

Sound card, microphone, PC headset
Additional Devices

To download a trial version please visit www.nexetalk.com. For more information please contact us 
at info@nexetalk.com.

IP-based Console Solution


